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o = _——— _ _ _ —— - - Admonter acoustic elements "swallow" up to 100% of the
o = incident sound. Of course, the acoustic elements, which are
'ﬁ = 2 & T8 0 WL 8 S w—2 100% made in Austria, are also free of harmful substances
) = o and respirable fibres as well as open to vapour diffusion, thus
8 contributing to healthy living. The DOT version also offers an
< = = interesting look.
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% . . =5 - Suitable for use in sports or multi-purpose halls
o] — = - Can be combined with GALLERIA
§ i . - Optimal for low and medium frequency range
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. . CONSTRUCTION

3-layer Galleria Element

Perforation of different diameters

Acoustic fleece rear lining (simultaneous trickle protection)
Dimension approx. 1824 - 2400 x 244 x 19 mm
installation guide please find on admonter.com/downloads

TECHNICAL INFORMATION

e CE-marking according to EN 13986
e Profile: circumferentially grooved with MDF tongue for
continuous installation

¢ Fire behaviour according to EN 1350: PROCESSING
- Hardwood D-s2, dO . ) o ) ) )
- Softwood C-s2, dO with mechanical fastening on . EﬁlClQnt and simple machining with conventional woodworking

substructure and factory surface treatment machines

e Sound absorption class according EN 11654: D e DOT is grooved all around with a foreign spring for endless

¢ Sound absorption coefficient a, 0,40 (L) laying the attachment takes place by means of a profile claw on
(max. Absorption with <250 Hz) the corresponding subtexture

* Acoustically open area: 4,1% e See the installation instructions DOT for details

e Weight per unit area approx. 8,56 kg/m? (Spruce)

e Surface raw or natural oiled

® Free of harmful substances and respirable fibres

e Vapour diffusion open
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Climatic range SWP/2 NS (Humidity 25-80%)

COLOUR RANGE

Spruce strongly brushed Rec:nj‘nmgwood

Admonter is a 100 % natural product. A picture never replaces the reallity. For this reason we recommend a visit to

your nearest Admonter dealer. He will be pleased to show you samples. Errors and changes possible.

Typee of wood - Thi(::]‘ll(::)ess Texture Finish
Spruce aged brushed basic 2400 244 19 brushed untreated / natural oiled / white natural oiled
Reclaimed Wood H2 - 1824 / 2400 244 19 hacked untreated / natural oiled
Reclaimed Wood extreme - 1824 /2200 / 2400 244 19 brushed untreated / natural oiled
Oak rustic 2400 244 19 brushed untreated / nat. oiled / stone nat. oiled / white nat. oiled
Spruce strongly brushed basic 2400 244 19 brushed untreated / natural oiled / white natural oiled
Reclaimed Wood sunbaked - 1824 / 2400 244 19 brushed untreated
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Frequency (Hz)
Frequency [Hz] 125 | 160 | 200 | 250 | 315 | 400 | 500 | 630 | 800 | 1000 | 1250 | 1600 | 2000 | 2500 | 3150 | 4000 | 5000
Construe- | Gs accord. EN354 | 0,32 | 0,50 | 0,43 | 0,43 | 0,40 | 0,39 | 0,41 | 0,38 | 0,35 | 0,36 | 0,33 | 0,34 | 0,32 | 0,31 | 0,31 | 0,32 | 0,37
fon2 | g accord. EN 11654 | 0,30 0,40 0,40 0,35 0,30 0,35
Construc- | O accord. EN 354 044 043 0,38 0,37 035 035 034 0385 032 032 032 0,33
fion3* | g accord. EN 11654 | 0,30 0,45 0,40 0,35 0,35 0,35
*Source:

Admonter is a 100 % natural product. A picture never replaces the reallity. For this reason we recommend a visit to

your nearest Admonter dealer. He will be pleased to show you samples. Errors and changes possible.

*Sound absorption class accord. EN 11654: D
*Sound absorbtion accord. EN 11654: a,, 0,40 (L)

max. Absorption with < 250 Hz

Hallraummessung accord. EN 354 & EN 11654
Labor fur Bauphysik, TU Graz; Notified Body Nr.: 2064)

. - Total constr.
// Air layer Backfiling height
‘Raw Construction 2 10 mm 50 mm approx. 79 mm
Ce”y/s'ab Construction 3 90 mm 50 mm approx. 159 mm
Air layer
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